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EXISTING CURB & GUTTER
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COMPACT NATIVE SOIL TO 95% DENSITY PER ASTM D698
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3/4" CHAMFER
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#3 REBAR @ 18'' O.C., E.W
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#4 REBAR @ 12" O.C. HORIZ.
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#4 REBAR @ 8" O.C. VERT.
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2'' DIA. WEEP HOLE 15' O.C., PLACE 1 CU. FT. COARSE GRAVEL WRAPPED IN FILTER FABRIC BEHIND EACH HOLE
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#4 ``L'' REBAR @ 8'' O.C.
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PERMISSIBLE CONSTRUCTION JOINT
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NOTES: 1.	IN LOCATIONS WHERE WALL HEIGHT DOES NOT EXCEED 1', WEEP HOLES CAN BE OMITTED. IN LOCATIONS WHERE WALL HEIGHT DOES NOT EXCEED 1', WEEP HOLES CAN BE OMITTED. 2.	REDWOOD JOINTS IN WALL SHALL MATCH REDWOOD JOINTS IN THE SIDEWALK. THE WALL SHALL REDWOOD JOINTS IN WALL SHALL MATCH REDWOOD JOINTS IN THE SIDEWALK. THE WALL SHALL BE DOUBLE CHAMFERED AT THE REDWOOD LOCATIONS. 3.	ENDS OF WALL SHALL ALSO BE CHAMFERED. ENDS OF WALL SHALL ALSO BE CHAMFERED. 4.	CONCRETE SHALL BE CLASS C, 5  SACK AND HAVE COMPRESSIVE STRENGTH OF 3600 PSI AT CONCRETE SHALL BE CLASS C, 5  SACK AND HAVE COMPRESSIVE STRENGTH OF 3600 PSI AT 12 SACK AND HAVE COMPRESSIVE STRENGTH OF 3600 PSI AT 28 DAYS. 5.	EXPOSED FACE OF WALL SHALL HAVE FORM LINER FINISH UNLESS OTHERWISE DIRECTED BY THE EXPOSED FACE OF WALL SHALL HAVE FORM LINER FINISH UNLESS OTHERWISE DIRECTED BY THE CITY. (*SEE FORM LINER DETAIL) 6.	FILTER FABRIC MATERIALS AND CONSTRUCTION METHODS SHALL CONFORM TO CITY OF FILTER FABRIC MATERIALS AND CONSTRUCTION METHODS SHALL CONFORM TO CITY OF BENBROOK STANDARDS AND SPECIFICATIONS.
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